Technical Data

Rivet Bushes A

Carbon Steel Product Ranges

Hexagon

- 1/8” - 5/32” | 3/16" 1/4” 5/16" 3/8” 1/2”
THREAD FORM RANGE 8 6,5 4 3 2 0 - - -

2 4 6 8 10 1/4” 5/16" 3/8” 1/2”

2 4 6 8 10 1/4” 5/16" 3/8” 1/2”
DIAMETER OF SPIGOT METRIC 5.54 5.54 6.73 6.73 7.92 9.52 12.70 | 15.87 | 19.05

+0.00mm - 0.13mm 218 | 218 | 265 | 265 | 312 | 375 | 500 | .625 | .750

WIDTH ACROSS FLATS METRIC 7.92 7.92 7.92 7.92 9.52 11.10 14.27 19.05 22.22
+/- 0.115m

312 312 312 312 .375 437 .562 .750 .875

Stainless Steel Product Ranges

DEPTH OF BODY METRIC 3.17 3.17 3.17 3.17 3.81 5.08 6.35 7.62 10.16
+/-0.13mm

125 125 125 125 .150 .200 .250 .300 .400

RECOMMENDED HOLE SIZE METRIC 5.54 5.54 6.73 6.73 7.92 9.52 12.70 15.87 19.05
+0.05mm - 0.00mm

.218 218 .265 .265 312 .375 .600 .625 .750
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TORSIONAL RESISTANCE IN ‘Nm’ (NEWTON METERS) PULL OUT IN ‘N* (NEWTONS) B

=}

1.0mm 1.5/1.6mm 2.5mm 1.5/1.6mm -§

(20swg) (16swg) (12swg) (16swg) o

(2]

M3 3.1 4.0 4.2 4.8 5.6 6.8 | 1656 | 1720 | 1748 | 1822 | 1945 | 2016 s

o
HEE : 8.0 8.2 9.4 9.4 97 | 2640 | 2710 | 2814 | 3223 | 3287 | 3156
[ v JEE 10.1 15 | 132 | 159 | 171 | 3514 | 3584 | 3820 | 4199 | 4208 | 4357
Bl s 170 | 192 | 239 | 256 | 284 | 3920 | 4425 | 4690 | 5210 | 5120 | 5040
BEZ 250 | 271 | 340 | 346 | 351 | 389 | 4710 | 4016 | 5360 | 5480 | 6210 | 6387
B 323 | 372 | 423 | 438 | 448 | 498 | 4982 | 5210 | 5560 | 5810 | 6490 | 6538

* _Thesetests-have been conducted using steel productin cold rolled steel,
in-a controlled test-environment. These performance figures should be used
for guidance only:
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How Rivet Bushes Work . T
Profiled =]
Rivet Bushes can be installed using a variety of methods, ideally a press incorporating Punch g
a profile punch. However, they can be installed using a simple hammer and ball =
bearing. =
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