Technical Data

Type U Hammer Drive Screws

Manufacturing
Standard BS4174

Head Dimensions, Thread Dimensions & Length Tolerances

HEAD DIMENSIONS THREAD DIMENSIONS LENGTH TOLERANCES
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(I 0099 | 0034 | 0.060 0.057 0.049 0.046 below 1/8 0.020 UP TO AND

INCLUDING +/- 0.010
B o027 | 0049 | 0075 | 0072 | 0063 | 0.060 1/8 10 5/32 0.035 318"
BBl o162 | 0069 [ 0100 [ 0097 [ 0083 | 0.080 3/16 to 5/16 0.045
B o:n | oo0ss | ome | om2 | o096 | 0.002 3/8 to 1/2 0.062
B o260 | 0103 [ o140 [ 0136 | ome 0.112 5/8 to 7/8 0.078

OVER 38" | +-0.015
B o300 | 0120 | 0167 | o162 | 0436 | 0132

1 and over 0.125

B o359 | 0137 [ o182 [ 0177 [ o150 | 0446

Dimensions indnches

HEAD DIMENSIONS THREAD DIMENSIONS LENGTH TOLERANCES
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2.51 0.86 1.45 1.24 1.17 below 3.2 05 UP TO AND
INCLUDING
KN :2 1.24 1.90 1.83 1.60 152 3.2t04 0.9 9.5
BN :n 175 2.54 2.46 2.11 2.03 45108 1.2
Bl 3 [ 2 2.95 2.84 2.44 2.34 9510 13 1.6
HEl o0 | 262 3.56 3.45 2.95 2.84 16 to 22 2.0
OVER9.5 | +/-0.38
El s 3.05 4.24 4.1 3.45 3.35
25 and over 3.2
EN - 3.48 4.62 4.50 3.81 3.71

Dimensions in Millimetres

RECOMMENDED HOLE SIZES

THIN SHEET METAL, NON-FERROUS CASTINGS, PLASTICS ETC. CAST IRON, THICK SHEET METAL

HOLE DIAMETER
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