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Technical Data

Type Y Thread Cutting Screws

Standard BS4174

* Max countersunk head diameters are theoretical diameters of head to sharp
corners and are the diameter to.which holes should be countersunk to enable
the screwheads to fit flush with the surface.

Head Dimensions, Thread Dimensions & Recommended Hole Sizes

HEAD DIMENSIONS THREAD DIMENSIONS (BS4174)

T MECHANICAL
PROPERTIES
CSK (80°)

DEPTH | DEPTH DEPTH | DEPTH
MAX | MIN MAX | MIN

o
=

METRIC REF

N
1-]
q -
1) =< =

MIN TORSIONAL
LOAD NM

T-DRIVE®
PAN ONLY)
ETRIC REF |

203|178 160 | 1.35 1.70 [ 110 | 4 [ 2020 PRE
2.46 | 2.21 1.88 | 157 2.1 nnmm 3.58
292 2.67 2.36 | 2.01 42 | 2.54 nnmn 4.27

3.38 | 3.10 2.90 | 2.51

Dimensions in Millimetres

RECOMMENDED HOLE SIZES

CELLULOSE ACETATE, ACRYLIC RESIN, PHENOL FORMALDEHYDE
CELLULOSE NITRATE (LE. BAKELIKE TYPES) CAST IRON
MATERIAL (IE. PERSPEX TYPES) Hes
THICKNESS
HOLE DIA HOLE DIA HOLE DIA
INCH ALTERNA- INCH ALTERNA- INCH ALTERNA-
TIVES TIVES TIVES
2.55 -

0.094 2.40 0.100 39

LENGTH TOLERANCES (BS4174)
TYPEY

o m

0.094 2.40 0.100 2.55 39

0.095 2.40 0.100 39

0.118 3.00

0.125 3.20

0.125 3.20

0.150 3.80

0.150 3.80

0.150 3.80

0.173 4.40

0.177 4.50

i. Because conditions differ widely it may be necessary to vary the hole size to suit a particular application.

ii. Type Y screws are not generally suitable in materials other than those listed above.

Dimensions in Millimetres
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