Technical Data

High-Low Threadforming Screws

* Countersunk head diameters are theoretical diameters of head to sharp
corners and are the diameter towhich holes should.be countersunk to enable
the screwheadsto fit flush with the surface.

Carbon Steel Product Ranges

Head Dimensions, Thread Dimensions & Recommended Hole Sizes

HEAD DIMENSIONS

Y

e [ e

DIA MAX DEPTH MAX | DEPTH MIN DEPTH MAX | DEPTH MIN m DEPTH REF

Stainless Steel Product Ranges

5.56 5.21 2.03 1.78 6.53 . 1.60 1.35 4.95 1.70
m 6.22 5.86 2.26 2.01 6.53 . 1.60 1.35 4.95 1.70

6.86 6.50 2.46 2.21 8.15 . 1.88 1.57 742 2.64

8.18 777 2.92 2.67 9.75 . 2.36 2.01 7.42 2.54

9.47 9.07 3.38 3.10 11.38 2.90 2.51 2.95
N.B. As there are no BS Standards for High-Low head sizes, they.are generally. Tolerances to DIN 267
offered 1 diameter smaller than self-tapping screws. However, this should be Dimensions in Millimetres

checked prior to ordering if this factor is important.
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Brass Product Ranges

Dimensions in Millimetres
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