Technical Data

PIaS'FiX® 60 screws INCH Series

INCH Series Thread Rolling Screws for Plastic Applications 60" Thread
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Head Dimensions, Thread Dimensions & Length Tolerances

HEAD DIMENSIONS

CSK (80°) [ maneE | INDENTED WASHER HEX
MAXDIA. | DEPTH DEPTH
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2
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SCREW SIZE
DIA & PITCH

T6 . .051 T6 . .059 T6 125 .050 .
T10 . .067 T10 . .063

T15 . .083 . .074

T10 .187 .080

T10 . .10

T20 . .100 . .093 T20 . 115
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T25 . . .14 T25 . 120

Typical Soft Plastics:
NYLON, ACETAL, ABS
Typical Hard Plastics:
INCLUDE GLASS FILLED VARIETIES, DMC AND IN CERTAIN CASES

PHENOLICS AND SIMILAR
BODY DIAMETER SUGGESTED HOLE DIA.
SOFT PLASTIC | HARD PLASTIC

.092 .088 .089 .085

LENGTH TOLERANCES

NOM LENGTH
INCHES TOL INCHES
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DIA & PITCH
TORSIONAL
STRENGTH
(MIN) Ibf in

UPTO 3/4" +/- 0.030

127 21 123 117
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143
179

37
173

OVER 3/4" +/- 0.050

.208 .202

Dimensions in Inches
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Plas-Fix® and T-Drive® are registered trade marks of Lancaster Fastener Co Ltd.
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