
Steel / Zinc Plated (CR3) - preferred and available from stock.

PRODUCT DESCRIPTION EXAMPLE 

M1.7 x 6  Cross Recess (H)  Countersunk  Type 3  JCIS  Type S  Steel / Zinc Plated (CR3)
PRODUCT CODE EXAMPLE

MI-JSS3HCSK17006ZC

JCIS Micro Diameter Screws Thread Rolling Screws for Metal Applications

Cross Recess (H)  Countersunk  Type S Steel / Zinc Plated (CR3)

d1DC

L
k

p

E. & O. E. 
© 2026, Lancaster Fastener Co Ltd.  All images are copyright protected. 115

Dia.
D max M1.4 M1.6 M1.7 M2.0 M2.3 Dia.

mm

Pitch 0.30 0.35 0.35 0.40 0.40 Pitch

Dia.
C max 1.43 1.63 1.73 2.04 2.34 Dia.

C max

Head
Type TYPE 1 TYPE 3 TYPE 1 TYPE 3 TYPE 1 TYPE 3 TYPE 1 TYPE 3 TYPE 1 TYPE 3 Head

Type

d1 - 
max 2.00 2.50 2.40 2.80 2.50 3.00 3.00 3.50 3.50 4.00 d1 - 

max

k - 
ref 0.45 0.70 0.50 0.80 0.50 0.80 0.60 0.90 0.70 1.00 k - 

ref

Recess 0 0 0 0 0 Recess

L -
Length

mm

L -
Length

mm

3 3

4 4

5 5

6 6

8 8

10 10

12 12

- -

- -

- -

- -

- -

- -

- -

- -

- -

Scan the QR Code to view techincal drawings for this product range
https://www.lancasterfastener.com/drawings-for-mi-jss3hcskzc
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