Technical Data

Micro Diameter Screws
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METRIC Series
Type P - Thread Rolling Screws for Plastic Applications Jeis

BEARALRZ

HEAD DIMENSIONS THREAD STANDARDS

COUNTERSUNK
BODY DIAMETER
JCIS JCIS
T
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14050 050 | 2.50 | 0.50 0.80 2.00 | 045 | 250 | 0.70
240 | 055 | 2.80 | 055 0.85 240 | 050 | 2.80 | 0.80
250 | 050 | 3.00 | 0.50 0.90 250 | 050 | 3.00 | 0.80
060 | 350 | 0.60 1.00 3.00 | 060 | 350 | 0.90

SCREW SIZE
DIA & PITCH

sabuey 10npoud |881g ssa|uIelg

0.70 4.00 0.70 1.10 3.50 0.70 4.00 1.00

0.80 4.50 0.80 4.00 0.80 4.50 1.10

. . L METRIC Series
Type B - Thread Rolling Screws for Plastic Applications JeIS

HEAD DIMENSIONS THREAD STANDARDS

v

COUNTERSUNK
JCIS

TYPE1 TYPE3
i e e

0.50 . . . 0.80 0.45 2.50 0.70
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SCREW SIZE
DIA & PITCH

0.55 . . . 0.85 0.50 2.80 0.80
0.50 . . . 0.90 0.50 3.00 0.80

0.60 . . . 1.00 0.60 0.90
0.70 X . . 1.10 0.70 . 1.00

0.80 . . 0.80 . 1.10
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